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CERTIFICATION
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m REMOVE THE RETURN AR DUCTWORK THAT IS SHOWN WITH AN ™° THRY IT. THE

DEMOLITION

L

RENOVATED SYSTEM SHALL BE A PLENUM RETURN. CONTRACTOR MAY AT THER
DISCRESSION REUSE THE SPIRAL DUCTIORK IN THE NEW CONSTRUCTION AFTER
i

WIPING THE ENTIRE INTERIOR CLEAN. TYP

m REMOVE THE DUCTIWORK, GRILLS AND DIFFUSERS THAT ARE SHORN WITH AN °°

EX. RADIATION
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AB covoeg, e, duigns, pla and datalls &3 shown on
this documean aro the sois propany of Design
Collaburativa, bis, end hed not bo wed for any pupsEn

wizhout thelr exprossed wiitten carment. The cwner chall
bo pesmiteed to retmin copins for iformeion and raferenco
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THRU THEM AND PREPARE FOR NEW DUCTIWORK CONNECTIONS PER THE

CONSTRUCTION PLANS, TYPICAL
{5 Revove THE HYDRONIC HEATING LINES AND ACCESSORIES THAT ARE SHORN
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9 CONNECTION, SEE CONSTRUCTION PLANS FOR ADDITIONAL INFORMATION.
TRAPS IN THEIR ENTIRETY. TYPICAL

THRU (T AND PREPARE DUCTIWORK FOR RECONNECTION OF A NEW TERMINAL UNIT.

TURN OVER THE TERMINAL BOX TO THE LIBRARY FOR FUTURE REUSE.

PREPARE THE DUCTWORK AND HYDRONIC PIPING FOR RECONNECTION INTO A NEW
REMOVE THE 12°¢ TAP FROM THE PRIMARY SUPPLY DUCT AND PREPARE FOR A

NEW 14"

WITH AN °X" THRU THEM. CAP THE ENDS OF THE REMAINING HYDRONIC LINES

AND INSULATE THEM PER THE SPECIFICATIONS.
REMOVE THE EXISTING HYDRONIC FIN TUBE RADIATION AND ENCLOSURE THAT 15

CONSTRUCTION PLANS. INSTALL A BLANK STAINLESS STEEL COVER OVER THE

JUNCTION BOX IN WALLS THAT ARE REMAINING. TYPICAL
CAREFULLY REMOVE THE BXSTING THERMOSTAT AND TERMINAL BOX THAT 1S
MARKED WITH AN * THRU THEM. TURN OVER THE TERIMINAL BOXES AND

THERMOSTATS TO THE LIBRARY FOR FUTURE REUSE. REMOVE THE DEVICES

FRCM THE CONTROL LOGIC AND REDRAW THE CONTROL DRAWINGS FOR

RESUBMITTION WITH THE OM MANUALS.
1 CAREFULLY REMOVE THE EXISTING TERMINAL BOX THAT IS MARKED WiTH AN *X°

TERMINAL BOX. SEE CONSTRUCTION PLANS FOR ADDITIONAL INFORMATION.

REMOVE THE SOUND

THRU THEM. PREPARE THESE THERMOSTATS FOR RELOCATION PER THE

" SHOWN WITH AN ° THRU THEM.
m REMOVE THE RETURN FANS IN THEIR ENTIRETY INCLUDING ALL CONTROLS.

[5] cArEFuLY REMoVE THE EXISTING THERMOSTAT THAT IS MARKED WITH AN '

NGS FOR RESUBMITTAL WiTH THE O8N MANUALS, EC TO REMOVE ALL
POWER CONDUITS AND WIRING BACK TO THE POWER PANELS AND REMOVE THE

REMOVE THE DEVICES FROM THE CONTROL LOGIC AND REDRAW THE CONTROL
VFD AND LABEL BREAKER A5 "SPAf

DRARI

AND FIRE DAMPER AT THE WALL OF THE MECHANICAL ROOM. CAREFULLY CUT
ARAY WALL TO ALLOA AN INCREASE IN THE RETURN AIR OPENING PER THE

CONSTRUCTION PLANS.

THE CONTRACTOR SHALL CAREFULLY REMOVE THE SHOWN RETURN DUCTINORK
m THE CONTRACTOR SHALL CAREFULLY REMOVE THE SHOWN SUPPLY DUCTWORK

[2]

AND FIRE DAMPER AT THE WALL OF THE MECHANICAL ROOM. CAREFULLY CUT

ARAY WAL TO ALLOW AN INCREASE IN THE SUPPLY AIR OPENING AND A
- SMOOTHER TRANSITION IN THE PENTHOUSE MECHANICAL ROOM PER THE
A NEW ENDCAP FOR THE ENCLOSURE AND RECONNECTION INTO THE HYDRONIC

SYSTEM. SEE CONSTRUCTION PLANS FOR ADDITIONAL INFORMATION.
E] THE EXISTING “LIGHTLY DASHED® DUCTWORK AND HYDRONIC LINES THAT DO NOT

CONSTRUCTION PLANS.

“ CAREFULLY PREPARZ THE END OF THE FIN-TUBE ELEMENT AND ENCLOSURE FOR
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HAVE °X* THRU THEM ARE TO REMAIN OPERATIONAL AT PROJECT COMPLETION.

TYPICAL
PREPARE THE EXISTING HYDRONIC HEATING LINE FOR REROUTING TC THE NEW

* UNIT WEATER. SEE CONSTRUCTION PLANS FOR ADDITIONAL (NFORMATION.
1 EXISTING TERMINAL BOXES TO REMAIN OPERATIONAL AT PROJECT COMPLETION.
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SEE CONSTRUCTION PLANS FOR ADDITIONAL INFORMATION.

EXISTING RETURN GRILLS TO REMAIN OPERATIONAL WITH THE EXCEPTION THE
GRILLS DO NOT HAVE CAPTIVE RETURN DUCTIWORK ATTACHED.

THE EXISTING AHU-3 HEAT PUMP SHALL REMAIN OPERATIONAL AT PROJECT
THE COVER. REINSTALL THE COVER AFTER NEW WALL i5 INSTALLED. PROVIDE
NEW ENDCAPS ON ENCLOSURE COVER

COMPLETION.

ALL EXISTING DUCTWORX DROPS TO REMAIN ARE SHOWN AS EXISTING 'EX'.
@ REMOVE AND CUT THE ENCLOSURE COVER TO ALLOW NEW WALL TO ROUTE THRU
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